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Base Vehicle
• Land Rover Defender 130 - with uprated payload 

package (strengthened chassis, suspension and 
brakes).

Body
• MMB ‘C’ Type
• Insulated body panels 

with sloping Polysafe 
rear floor

• Shadowlite windows to 
rear doors and sides

• Full bulkhead with 
sliding communication 
window

• Grab bag locker with 
external access door.

Internal
• STEM tilt and slide tray with Rugged trolley and floor 

mount
• An array of drawers and stowage lockers with high 

quality catches.
• Fulll height equipment locker with drawers, one 

lockable and space for nitrous oxide barrel bag
• Over-cab storage compartment
• Stowage for spinal board and orthopaedic scoop 

stretcher 

• Piped oxygen system with BS wall outlets and D size 
cylinder holders with space for further F size cylinder 
in locker.

• 12v DIN outlets.
• Overhead locker with bump pad fitted to underside.
• Chequer plate fitted to vunerable areas
• Safety grab rails
• Lighting includes - fluorescent and halogen lights, two 

way light switches, and handlamp at rear
• VHF radio and aerial.
• LSU charging bracket.
• Fold out recessed step to rear door.
• Stowage for scoop stretcher and backboard in 

trauma wall and carry chair on rear door
• Tip and fold seat

Red Cross
Land Rover Defender 
Ambulance

STEM tilt and slide tray with rugged trolley

Fold out recessed step to rear door
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Heating and Ventilation
• The patients compartment is heated by a combustion 

heater by attendants chair.
• Intake/extraction ventilator in roof.

Auxiliary Equipment
• Ancillary equipment includes: rechargeable 

searchlight, fire extinguishers and 12v fan.
• Full width LED lightbar fitted on roof above cab with 

additional repeaters and scene lights around vehicle 
perimeter and 100W siren 

• A full width GRP moulding to rear roof, housing a full 
width LED lightbar with emergency, indicator and 
scene lights.

• 12v jack sockets are fitted in strategic locations 
around the interior

• Twin batteries with split charge.
• Fully protected electrical circuits

External & Internal Livery
• All vehicle livery can be supplied and fitted.

Interior


